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Integrated Metering Systems, Inc.
11701 S Belcher Rd, Ste 123
Largo, FL 33773

Phone: 800.488.3594
Fax: 727.539.1984
Email: sales@imsmeters.com

Website: imsmeters.com

Ten-Year Warranty

Mini Meter

1 Phase, 2Wire or
2 Phase, 3 Wire Submeters

Features

Measures kWh. These meters conform to all applicable standards of ANSI
C12.1 and ANSI C12.20 (0.5) Codes for Electricity

Metering.

Equipped with an isolated pulse output for automated meter reading.

Utilizes revenue grade 0.3 accuracy class 0.1A secondary solid core
current transformers (CTs) that conform to all applicable ANSI requirements or
1% accuracy split-core CTs. Up to 3 sets of CTs per phase can be paralleled.

Model Phases Wires Voltage Current Ratings
MMS-PKG-O 1 2 120V 100A-200A
MMS-PKG-IF 1 2 120V 100A-200A
MMD-PKG-O 2 3 120/208/240V 100A-200A
MMD-PKG-IF 2 3 120/208/240V 100A-200A

All models have the option of indoor or outdoor and packages can be

ordered with solid or split core CT’s

Metering Excellence Since 1989




Mini Meter

INTEGRATED METERING SYSTEMS, INC.
Single & Dual Element, Mini Meter Hookup Diagrams

DUAL ELEMENT MINI METER HOOKUP DIAGRAM
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power cannot interrupted during installation. Our 100A, 200A, and 400A split core models offer a 1% accuracy. All IMS 100A and
200A solid core and 100A, 200A, 400A split core CTO6s ha\weearbgui | t
on secondary leads if wires become disconnected while CT is under load.
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